Based on observations of the space utilization within the Stanley Vidmar cabinets at several SSAs the following tips may be helpful. This is not an endorsement of Stanley Vidmar cabinets and is intended as a guide only because many of The Army SSAs have this type of storage aids.

The "extra wide, eye height cabinet" 27 ¾ D x 45 W x 59 H are the correct size for use in an ISU90, the same cabinets fit very well in a van. Overhead Cabinets are also available. The mounting kit to fasten the cabinets in the ISU90 is not available from Stanley but can be obtained from Cadillac, the manufacture of the ISU90.

Drawers are available in a range of height from 2¼ inches to 13¼ inches. The cabinets may be configured with several different combinations of drawers. For planning purposes it is important to know the capacity of each drawer and how many items meet the limitations of each drawer. The following information is provided to assist in requirements planning. The percent of items that will fit in each drawer is based on analysis of cube data for class IX items stocked by SSAs at Ft Bragg and Ft Campbell. The cube reflects the extended cube based on the dollar cost banding RO and catalog cube data.  The dimensions reflect the placement of the partitions and dividers; the usable width is 3/8 of an inch less due to the thickness of the partitions. The 25½ inch and 40½ inch partition will fit the extra wide drawer, however all calculations assume the use of the 25½  inch partition because it provides the most flexibility in configuring compartments. A limited number of 40½ inch partitions may be required for long items, see note below on configuring compartments. 

XW30 Drawer with a location height of 3 7/8 inch configured for 54 locations. Four locations are 3.5wX3.75d, eight locations are 3.5wX4.5d, fourteen locations are 4.5wX3.75d, and twenty-eight locations are 4.5wX4.5d. Based on cube 33% of the items will fit this location. Cube range .001 - .039.

XW40 Drawer with a location height of 5 3.8 inch configured for 24 locations. Eight locations are 5.25wX6d, eight locations are 5.25wX6.75d, six locations are 6wX6d, and six locations are 6wX6.75d. Based on cube 14% of the items will fit this location. Cube range .040 - .108.

XW60 Drawers with a location height of 8 3/4 inch configured for 15 locations. Six locations are 7.5wX8.25d, three locations are 7.5wX9d, four locations are 8.25wX8.25d, and two locations are 8.25wX9d. Based on cube 14% of items will fit this location. Cube range .109 - .318

XW70 Drawer with a location height of 10 1/8 inch configured for 8 locations 9.75wX12.75d. Based on cube 5% of items will fit these locations. Cube range .319 - .550.

XW90 Drawers with a location height of 13 1/4 inch configured for six locations. Four 12.75wX12.75d, and two locations 13.5wX12.75d. Based on cube 5% of items will fit these locations. Cube range .551 – 1.

Based on cube 15% of the items are too large to fit in a drawer, these items would have to be placed in an overhead cabinet or other type of storage.

Cube larger than 1.

The remaining percent of the items do not have a cube listed in the catalog. 

Based on the information above a cabinet with nine drawers has 327 possible locations.

Four XW30 with 54 locations per drawer. Total 216 locations.

Four XW40 with 24 locations per drawer, total 96 locations.

One XW60 with 15 locations per drawer, total 15 locations.

Four additional locations can be added with overhead cabinets.

It is also important to configure the drawers properly to make the most efficient use of space available.

Configuring Compartments

Start with an empty drawer, the first step is to determine the number and configuration of locations for the drawer. All partitions and dividers should be in place before the first item is placed in the drawer. The locations should also be assigned to each possible location. This also saves time when you start placing items in location. If the item does not fit the pre-configured location storage personnel have two choices, remove a divider and use more than one location (only one location would be assigned to the item) or place it in a deeper drawer where the locations should be larger. Partitions should be aligned from front to rear of the drawer, dividers should be parallel to the front of the drawer. Partitions should be fastened in place with screws to reduce stock migrate from one location to another during deployment and avoid damage to the partitions. To accommodate that are 25¼ to 40¼ inches long partition may be placed parallel to the front of the drawer. A small number of 40½ inch partitions may be required for these items.

For more information visit their web site.

http://www.stanleyworks.com/bu_industrial_storage.asp

