APPROVED VENTED HEATERS

The following heaters (listed with their national stock numbers (NSNs)) are the only heaters authorized for use by CJFT-7 units. When a technical manual (TM) is listed, the TM should be used when installing, operating, and maintaining the heaters.  

Heater, Space, Radiant, Large (H-45) (Type II, Liquid Fuel)

NSN: 4520-01-329-3451

Output: 45,000 British thermal units (Btus)

TM 9-4520-257-12&P

For use in general purpose (GP) tents (small, medium, large) and temperature-controlled tents.

Heater, Space (Type II, Space Heater Arctic (SHA))

NSN: 4520-01-444-2375

Output: 28,000 Btus

For use in arctic 5- and 10-man tents.

Heater, Space, Small 

NSN: 4520-01-478-9207

Output:  12,000 Btus
Ideal for use in smaller tents such as the 4-person soldier/crew tent.  It burns liquid fuel and has a built-in tank, so no fuel can or stand is needed.


Heater, Convective, Space

NSN: 4520-01-431-8927

Output: 35,000 Btus

Provides forced hot air for tents and shelters.  This heater generates its own power and recharges its battery.

Fan, Circulating – Heat Distribution, Self-Powered

NSN: 4140-01-457-2790

For use with nonpowered tent heaters (H-45 and SHA) for improved heat distribution and fuel reduction.
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